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TRACKED PANTOGRAPH PLATFORM 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

     

Features 106 

Working height m. 10,6 

Height at floor m. 8,6 

Max flow rate Kg. 220 

Max flow rate extended 
basket Kg. 

220 

Max. No. platform operators 2 

No. of operators with 
extended basket 

2 

Platform dimensions 0,96x2,33 

Platform dimensions with 
extended basket 

0,96x3,33 

Width m 1,18 

Length m 2,58 

H. closed without parapet m. 1,65 

Length including ladder m. 2,75 

Weight kg. 1700 

Price €  

 

Tracked aerial platform, with pantograph structure in painted steel.  
This platform has been designed to be able to reach workplaces with 
uneven ground, construction sites, muddy and slippery areas. 

 

Equipped as standard with hydraulic stabilizers controlled from the upper control 
panel, it allows the operator to use quickly and safely. This aerial platform is also 
equipped with an electronic level which always guarantees the correct positioning of 
the base carriage, while a microswitch is installed on the hydraulic levelers which 
confirms the correct support on the ground. 

 

 

The pantograph structure is made of painted steel, each pivot pin is 
equipped with a grease nipple which allows for simple and fast routine 
maintenance. 
The movements are powered by a hydraulic pump connected to an 
internal combustion engine with electric start from both the upper and 
lower control panels. 

 

 
Rubber tracks can be used on any type of surface without running the 
risk of ruining floors and roofs. 
Thanks to its compact dimensions, this tracked aerial platform is able to 
reach narrow and low workplaces, and the low weight does not make it 
sink even in poorly compact terrain. 
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PANTOGRAPH PLATFORM TRANSLATING AT ALTITUDE 

 

 

 

 

 

 

 

 

 

 

 

 

Features  79 93 106 122 

Working height m. 7,9 9,3 10,6 12,2 

Height at floor m. 5,9 7,3 8,6 10,2 

Max flow rate Kg. 300 300 300 300 

Max flow rate extended basket 
Kg. 

100 100 100 100 

Max. No. platform operators 3 3 3 3 

No. of operators with extended 
basket 

1 1 1 1 

Platform dimensions 0,75x2,33 0,90x2,33 0,96x2,33 0,96x2,33 

Platform dimensions with 
extended basket 

0,75x3,33 0,90x3,33 0,96x3,33 0,96x3,03 

Width m 0,85 1,12 1,27 1,6 

Length m 2,58 2,58 2,58 2,58 

H. closed without parapet m. 1,4 1,5 1,65 1,75 

Length including ladder m. 2,7 2,75 2,75 2,77 

Weight kg. 1300 1480 1800 2100 

Price €     

  

 

Pantograph platform translating at altitude, thanks to the shape of 
the base frame, ensures excellent stability while maintaining a low 
weight which makes it transportable with most vehicles with a B 
license. 

 

The batteries allow high working autonomy and long life over time, 
equipped with 400 mm rubber wheels. (also available in anti-track 
version), flatness indicator, electronic load control in the basket, 2 
manual levelers, battery charge indicator, electronic charger, 
flashing light and acoustic movement warning. 
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A comfortable access ladder ensures a safe entrance, 
through the spring-closing gate, to the work surface 
entirely covered with non-slip aluminum almond sheet. 
 
On the work surface, the 220 V socket is installed as 

standard, and the stretch basket cover with expanded 

metal. 

 

 

The strength of this platform is the ability to move when 
fully developed, an anti-tipping system ensures stability 
and safety in all conditions. 
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SINGLE SEAT VERTICAL EXTENSION PLATFORM 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features  Pid 12 Pid 10 PID 7 PID 8.5 

Working height m. 12 9,81 7 8,4 

Height at floor m. 10 7,81 5 6,4 

Max flow rate Kg. 120 120 120 120 

Max. No. platform operators 1 1 1 1 

Platform dimensions cm. 65 x 65 65 x 65 65 x 65 65 x 65 

Width m 0,79 0,79 0,8 0,8 

Length m 1,28 1,28 1,28 1,28 

Weight kg. 400 360 290 325 

Dimensions stabilizers m. 1,8 x 1,6 1,6 x 1,4 1,60X1,40 1,60X1,40 

Absorbed current KW. 0,75 0,75 0,75 0,75 

Power supply V. 220 220 220 220 

Closed height m. 2,38 1,98 1,98 1,98 

Price €     

 

Single-seat aerial platforms with surprising characteristics. Available in 
different versions, in addition to the classic model with stabilizers we find 
the version with stabilizers in shape, the self-propelled one from the 
worktop, the explosion-proof one, the tracked one and the one with 24 v 
battery operation. 

 
A robust extruded aluminum column, designed by us, gives stability and safety 
reaching a maximum height of 12 meters. The compact design and low weight 
allow this platform to easily pass through doors and corridors or to be loaded 
on board lifts and inside vans thanks to the special tipping system that can be 
easily used by one person. 
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All our range of aerial platforms is supplied complete with use and 

maintenance manual, certificate of conformity and CE approval. It is also 

possible to customize the models we produce with measures and options of 

your choice. This machine can be powered with absolute tranquility even by 

a common domestic meter, in fact with an absorption of just 1 Kw with 220 

v voltage it is suitable for many jobs even in homes and offices. 

 

 

 
There are many customizations that can be requested to make this 
platform ideal for any type of work. 

ALSO AVAILABLE WITH 24 V MOTOR WHEEL HANDLING! 
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VERTICAL EXTENSION PLATFORM MOD.  EUI 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Features                                                Pid 8 EUI         Pid 9 EUI 

Working height m. 9,55                      11.55 

Height at floor m. 7,55                        9.55 

Max flow rate Kg. 120                         120 

Max. No. platform operators 1                               1 

Platform dimensions cm. 65 x 65                65 x 65 

Width m 0,79                        0.79 

Length m 1,50                        1.50 

Weight kg. 640                         680 

Power supply V. 220                         220 

Closed height m. 1,98                        1.98 

Price €  

 

Compact single-seat vertical extension platform. The shape of the base 
frame makes it usable without levelers, ideal for serving warehouses and 
shelves. A comfortable drawbar makes it manoeuvrable by a single operator 
and the high smoothness wheels that equip this aerial platform make the 
translation comfortable and not tiring. 

 

This platform is powered by a 220 V, alternatively, it can be requested with battery power. 
As in the other versions of our vertical extension platform, the lifting of the work surface is 
guaranteed by a robust extruded aluminum column of our own design with nylon sliding rollers that 
ensure precision in movement and high stability even at maximum height. 

The extremely compact basic dimensions make 
this aerial platform capable of working in tight 
environments where the use of other machinery 
would not be possible. 
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SINGLE SEAT VERTICAL BATTERY PLATFORM 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features Pid 12 Pid 10 PID 7 PID 8.5 

Working height m. 12 9,81 7 8,4 

Height at floor m. 10 7,81 5 6,4 

Max flow rate Kg. 120 120 120 120 

Max. No. platform operators 1 1 1 1 

Platform dimensions cm. 65 x 65 65 x 65 65 x 65 65 x 65 

Width m 0,79 0,79 0,8 0,8 

Length m 1,28 1,28 1,28 1,28 

Weight kg. 400 360 290 325 

Dimensions stabilizers m. 1,8 x 1,6 1,6 x 1,4 1,60X1,40 1,60X1,40 

Absorbed current KW. 0,75 0,75 0,75 0,75 

Power supply V. 220 220 220 220 

Closed height m. 2,38 1,98 1,98 1,98 

Price €     

 

 Battery operated single-seat vertical extension platform. This type of aerial 
platform takes our PID model as its technical characteristics and dimensions, 
with the added convenience of being able to be used anywhere thanks to the 
presence of 2 batteries for a total power supply of 24 V. 

 

The latter have been specifically inserted in a comfortable aluminum drawer with handles that is 

easily removable when the platform is inserted into vans through the overturning system on the 

frame. Our vertical extension platform is supplied as standard with 4 manual levelers, wheels with 

brakes, tilting system on vehicles, removable battery drawer and electronic battery charger. 

 

The lifting of the worktop is guaranteed by a sturdy extruded 
aluminum column with nylon sliding rollers, the operator can 
comfortably choose the working height through the push-button on 
the basket to reach a working height, in the higher version , of 12 
meters. 
The basic structure is the strength of our vertical extension platform, 
in fact, thanks to its small size it is easily transportable and usable in 
corridors, shelves, lifts and doors. 
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TRACK VERTICAL EXTENSION PLATFORM 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features PID 8.5 
Working height m. 8,4 
Height at floor m. 6,4 
Max flow rate Kg. 200 
Max. No. platform operators 2 
Platform dimensions cm. 120 x 65 
Width m 1.43 
Length m 1.43 
Weight kg. 1060 
Dimensions stabilizers m. 1.43 x 1.43 
Power supply V. 24 V oppure Benzina 
Closed height m. 2.20 
Price starting from €  

 

 Battery powered vertical crawler extension platform. This machine has been 
specifically designed to be able to reach work areas with difficult terrain thanks 
to the small overall dimensions of only 1.3 x 1.3 m. 

 

The version in the photo is powered by 8 tubular batteries of 6 V each and a 380 V motor (the latter to be used only 
in an emergency). The capacity is 200 kg including 2 people, fully hydraulic controls, 4 stabilizers also hydraulic, 
electronic flatness indicator, possibility of having the power socket on the basket 

 

 The work surface can reach a maximum height of 10 m. allowing 
operators to work comfortably up to a height of 12m. The lifting of 
the worktop is guaranteed by a robust extruded aluminum column of 
our own design and the nylon rollers ensure high stability and 
smoothness. 

 

 

The rubber tracks that equip our vertical 
extension platform allow you to move easily 
on any type of terrain without damaging 
pavements, asphalt and curbs while the 
high excursion of the hydraulic levelers 
allows you to level the machine even in the 
event of a steep slope. 
Alternatively, it is possible to request the 
petrol-powered version with electric start 
for the part that relates to the movement of 
the tracks while the movement of the work 
surface is equipped with a 12V battery. 
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SINGLE SEAT ATEX VERTICAL EXTENSION PLATFORM 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

Features Pid 12 Pid 10 PID 7 PID 8.5 

Working height m. 12 9,81 7 8,4 

Height at floor m. 10 7,81 5 6,4 

Max flow rate Kg. 120 120 120 120 

Max. No. platform operators 1 1 1 1 

Platform dimensions cm. 65 x 65 65 x 65 65 x 65 65 x 65 

Width m 0,79 0,79 0,8 0,8 

Length m 1,28 1,28 1,28 1,28 

Weight kg. 400 360 290 325 

Dimensions stabilizers m. 1,8 x 1,6 1,6 x 1,4 1,60X1,40 1,60X1,40 

Air pressure bar 6 6 6 6 

Closed height m. 2,38 1,98 1,98 1,98 

Working height m. 12 9,81 7 8,4 

Price €     

 

Single-seat aerial platforms with surprising characteristics. The explosion-
proof version is specially designed to work inside environments with risk of 
explosion and fire. 
The platform is powered by compressed air alone! No electricity needed. 

 

A robust extruded aluminum column, 
designed by us, gives stability and safety 
reaching a maximum height of 12 
meters. The compact design and low 
weight allow this platform to easily pass 
through doors and corridors or to be 
loaded on board lifts and inside vans 
thanks to the special tipping system that 
can be easily used by one person. 

 

 
A reduced air 
consumption allows 
you to work even with 
modest sized 
compressors. This 
particular equipment 
does not affect the 
normal functioning of 
our platforms in terms 
of features and 
capacities 
 

There are many customizations that can be 
requested to make this platform ideal for 
any type of work. 

All our range of aerial platforms is supplied complete with use and 
maintenance manual, certificate of conformity and CE approval. It is also 
possible to customize the models we produce with measures and options 
of your choice. 
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VERTICAL EXTENSION PLATFORM MODE. 10 S 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features Pid 10 S 

Working height m. 9,81 

Height at floor m. 7,81 

Max flow rate Kg. 120 

Max. No. platform operators 1 

Platform dimensions cm. 65 x 65 

Width m 0,79 

Length m 1,60 

Weight kg. 740 

Number of batteries. 4 

Power supply V. 24 

Closed height m. 1,98 

Price €  

 

 Compact single-seat vertical extension platform. The shape of the base 
frame makes it usable without levelers and with the possibility of moving 
without having to leave the work surface. The movement commands, 
accessible, are with the platform completely lowered, allowing the machine 
to be moved with the operator on board. 

 

This platform is powered by batteries that ensure a long life, electronic flatness 
indicator, battery disconnect, electronic battery charger and proportional 
translation controls. 
As in the other versions of our vertical extension platform, the lifting of the work 
surface is guaranteed by a robust extruded aluminum column of our own design 
with nylon sliding rollers that ensure precision in movement and high stability even 
at maximum height. 

The extremely compact basic dimensions 
make this aerial platform capable of working 
in tight environments where the use of other 
machinery would not be possible. 
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SINGLE SEAT VERTICAL EXTENSION PLATFORM MICROLIFT Z - T  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Single-seater aerial platform with vertical extension, with Microlift Z - T, our 
company, expands its range of aerial platforms. A new product for interiors 
designed to be used in warehouses and shelves, we have kept the compact 
dimensions (110 x 70 x 170 cm. Of footprint on the ground) that make it easily 
transportable on small vans thanks to its extremely low weight but with the 
convenience of being able to travel with the platform up to 3 meters from the 
ground. 

Two powerful 450 W motors each guarantee excellent, very 

progressive and intuitive traction which, combined with the joystick 

with proportional controls, ensure precise maneuvers and excellent 

adjustment of the translation speed. Offering a maximum working 

height of 5 meters and an extremely easy handling, these platforms 

are suitable for maintenance work in companies, offices, 

warehouses and supermarkets while the 24 V battery operation 

allows them to be used even in environments without electricity 

supply, offering a high autonomy thanks to the use of semi-traction 
batteries. Among the standard features on the Microlift series aerial 

platforms we can find the electronic battery charger incorporated in 

the base frame, indicator of the remaining battery charge on the 

work surface, 200 mm non-marking wheels. on the front and a large 

worktop completely in welded aluminum of 70 x 70 cm. 

 

The extruded aluminum lifting column, designed directly by our company, also gives the maximum working 

height safety and stability while always keeping the necessary maintenance to a minimum. 

With this model of aerial platforms we can offer you the usual quality at a really low price! 
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MODEL Z-T 

Max Height plan 2990 

Height min. work surface mm. 550 

Max Height working mm. 4990 

Capacity Kg. 200 Kg 

N ° operators 1 

Weight kg. 380 

Supply 24 V 

Lifting time sec. 30 

Width cm. 70 

Length cm. 110 

Closed height cm. 175 

Worktop cm. 70 x 70 

Traction W 500 x 2 

Max. Slope surmountable in altitude 2.50 % 

Max. Slope superable 12 % 

Internal / external turning radius mm. 0 / 800 

Max pressure fully loaded wheels Kn. 2.01 

Max speed ground / altitude translation 0.9 / 0.2 m/s 

Battery charger Integrato 

Batteries 2 x 105 Ah 

Traction wheels mm. 252 x 82 

Idler wheels mm. 200 

Price €  

 

The strength of this platform is the ability to move in complete safety when it 
is fully developed 3 meters from the ground. Movement speeds are reduced 
and the side protections (yellow miniskirts) prevent them from overturning. 
There are many customizations that can be requested to make this platform 
ideal for any type of work. 
Storage shelf to be applied in the upper part of the column. 

 

 

 

 

 

 

The base carriage has been 
designed specifically to be 
able to slide under 
machinery, cutting lines and 
shelves in order to allow 
overhang work of 70 Cm! 
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SINGLE SEAT VERTICAL EXTENSION PLATFORM MICROLIFT Z - TX  

 

  

Single-seater aerial platform with vertical extension, with 
Microlift Z - TX, our company, expands its range of aerial 
platforms. A new product for interiors designed to be used in 
warehouses and shelving, we have kept the compact 
dimensions (120 x 70 x 170 cm. Of footprint) that make it 
easily transportable on small vans thanks to its extremely low 
weight but with the convenience of being able to travel with 
the platform up to 3 meters from the ground. 

 

 

 

 

 

Two powerful 450 W motors each 
guarantee excellent, very progressive 
and intuitive traction which, combined 
with the joystick with proportional 
controls, ensure precise maneuvers and 
excellent adjustment of the translation 
speed. 
Offering a maximum working height of 5 
meters and extreme maneuverability, 
these platforms are suitable for 
maintenance work in companies, offices, 
warehouses and supermarkets while the 
24 V battery operation allows you to use 
them even in environments without a 
power supply, offering a high autonomy 
thanks to the use of semi-traction 
batteries. 
Among the standard features on the 
Microlift series aerial platforms we can 
find the electronic battery charger 
incorporated in the base frame, indicator 
of the remaining battery charge on the 
work surface, 200 mm non-marking 
wheels. 
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The extruded aluminum lifting column, 

designed directly by our company, also 

gives the maximum working height 

safety and stability while always keeping 

the necessary maintenance to a 

minimum. 

With this model of aerial platforms we 

can offer you the usual quality at a really 

low price! 

 

 

 

 

The strength of this platform is the ability to move in complete safety when it is fully developed 3 
meters from the ground. Movement speeds are reduced and the side protections (yellow miniskirts) 
prevent them from overturning. 
There are many customizations that can be requested to make this platform ideal for any type of work. 

 

 

 

 

 



                                                                                               

 

                                                                                                                   © Scalificio Clerici S.n.c.  17 

 

 

 

  

Max  height floor mm. 2990 

Min Height floor mm. 550 

Max Height working mm. 4990 

Capacity Kg. 120 

N ° operators 1 

Weight kg. 380 

Supply 24 V 

Lifting time sec. 30 

Width cm. 70 

Length cm. 120 

Closed height cm. 175 

Worktop cm. 88 x 60 

Traction W 500 x 2 

Max. slope that can be overcome at altitude 2,50% 

Max. slope that can be overcome 12% 

Inside / outside turning radius mm. 0 / 800 

Max wheel pressure at full load kN 2,01 

Max. translation speed on the ground / at altitude 0,9 / 0,2 m/s 

Battery charger Integrated 

Battery 2 x 105 Ah 

Traction wheels mm. 252 x 82 

Neutral wheels mm. 200 

The big news introduced with this version is the 70 cm extendable basket. from the file of the platform 

frame which, if added to the 70 cm that the frame allows, we can work with a 140 cm overhang. From 

the wire of the lifting column. 

For safety reasons and in order not to compromise stability, traveling even at height is allowed only 

with the work surface retracted 
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SINGLE SEAT VERTICAL EXTENSION PLATFORM MICROLIFT Z - X  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Single-seater aerial platform with vertical extension, with 
the new Microlift Z - X, our company, expands its range of 
aerial platforms. We wanted to increase our range of 
products by offering the possibility of overhanging work 
up to 1 meter from the edge of the machine while 
maintaining extremely small dimensions that make it 
easily transportable on small vans thanks to its extremely 
low weight. 

 Offering a maximum working height of 5 meters and extreme maneuverability, these platforms are suitable 
for maintenance work in companies, offices, warehouses and supermarkets while the 24 V battery operation 
allows them to be used even in environments without electricity supply, offering a high autonomy. Among the 
standard features on the Microlift series aerial platforms we can find the electronic battery charger 
incorporated in the base frame, indicator of the residual charge of the batteries on the work surface, high 
sliding nylon wheels and a large work surface completely in aluminum with the possibility to extend it by 700 
mm. (the version with hydraulic reach can reach 1 meter), manually or electrically. These solutions have been 
specifically designed to allow the operator to work comfortably without having to protrude from the work 
surface. 

 

The extruded aluminum lifting column, designed 
directly by our company, also gives the maximum 
working height safety and stability while always 
keeping the necessary maintenance to a minimum. 
With this model of aerial platforms we can offer you 
the usual quality at a really low price! 
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MODEL Z - X 

Max Height floor m. 2,99 

Max Height working m. 4,99 

Capacity Kg. 120 

N ° operators 1 

Weight kg. 370 

Supply 24 V 

Lifting time sec. 30 

Width cm. 70 

Length cm. 110 

Closed height cm. 175 

Worktop cm. 88 x 60 

Worktop overhang cm. 70 

Price €  
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SINGLE SEAT VERTICAL EXTENSION PLATFORM MICROLIFT 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MODEL Z 

Max Height floor m. 2,99 

Max Height working m. 4,99 

Capacity Kg. 200 

N ° operators 1 

Weight kg. 340 

Supply 24 V 

Lifting time sec. 30 

Width cm. 70 

Length cm. 100 

Closed height cm. 175 

Worktop cm. 100 x 70 

Price €  

 

Single-seater aerial platform with vertical extension, with Microlift Z, our 
company, expands its range of aerial platforms. The strong point of this machine 
is the overall dimensions of only 100 x 70 x 175 cm. which make it easily 
transportable on small vans thanks to its extremely low weight. 

 Offering a maximum working height of 5 meters and extreme maneuverability, these platforms are 
suitable for maintenance work in companies, offices, warehouses and supermarkets while the 24 V 
battery operation allows them to be used even in environments without electricity supply, offering 
a high autonomy. Among the standard features on the Microlift series aerial platforms we can find 
the electronic battery charger incorporated in the base frame, indicator of the residual charge of the 
batteries on the work surface, high sliding nylon wheels and a large work surface completely in 
welded aluminum of 100 x 70 cm with a capacity of 200 kg! 

 

The extruded aluminum lifting column, designed 

directly by our company, also gives the maximum 

working height safety and stability while always 

keeping the necessary maintenance to a minimum. 

With this model of aerial platforms we can offer you 

the usual quality at a really low price! 

 

There are many customizations that can 
be requested to make this platform ideal 
for any type of work. 
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SINGLE SEAT VERTICAL EXTENSION PLATFORM MICROLIFT Z – XP 

  
Single-seater aerial platform with vertical extension, with the 
new Microlift Z - XP, our company, expands its range of aerial 
platforms. We wanted to increase our range of products by 
offering the possibility of overhanging work up to 1 meter from 
the edge of the machine while maintaining extremely small 
dimensions that make it easily transportable on small vans 
thanks to its extremely low weight. 

 Offering a maximum working height of 5 meters and an extremely easy handling, these platforms 
are suitable for maintenance work in companies, offices, warehouses and supermarkets while the 
24 V battery operation allows them to be used even in environments without electricity supply, 
offering a high autonomy. Among the standard features on the Microlift series aerial platforms we 
can find the electronic battery charger incorporated in the base frame, residual charge indicator of 
the batteries on the work surface, high sliding nylon wheels and pantograph mechanism that allows 
the transverse movement of the basket electrically. These solutions have been specifically designed 
to allow the operator to work comfortably without having to protrude from the work surface 

The extruded aluminum lifting column, designed directly 
by our company, also gives the maximum working height 
safety and stability while always keeping the necessary 
maintenance to a minimum. 
 
With this model of aerial platforms we can offer you the 
usual quality at a really low price 
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Max  height floor m. 2,99 

Max Height working m. 4,99 

Capacity Kg. 120 

N ° operators 1 

Weight kg. 390 

Supply 24 V 

Lifting time sec. 30 

Width cm. 70 

Length cm. 110 

Closed height cm. 175 

Worktop cm. 55 x 66 

Cantilever basket cm. 100 
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SINGLE SEAT VERTCAL EXTENSION PLATFORM MICROLIFT Z – LOAD 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MODEL Z-LOAD 

Max Height floor m. 2,99 

Max Height working m. 4,99 

Capacity Kg. 150 + 50 

N ° operators 1 

Weight kg. 320 

Supply 24 V 

Lifting time sec. 30 

Width cm. 70 

Length cm. 110 

Closed height cm. 175 

Worktop cm. 70 x 70 

Loading surface cm. 70 x 50 

Price €  

Single-seater aerial platform with vertical extension, with Microlift Z - LOAD, 
our company, expands its range of aerial platforms. A new product for interiors 
designed to be used in warehouses and shelving, we have kept the compact 
dimensions (110 x 70 x 175 cm. Of footprint on the ground) that make it easily 
transportable on small vans thanks to its extremely low weight, but plus we 
added an important accessory! 

 A large loading platform, manually adjustable in height, will allow you to use the new Microlift Z - LOAD for 
storage operations and between warehouse aisles without running the risk of slipping with the load in hand. 
Offering a maximum working height of 5 meters and an extremely easy handling, these platforms are suitable 
for maintenance work in companies, offices, warehouses and supermarkets while the 24 V battery operation 
allows them to be used even in environments without electricity supply, offering a high autonomy. 
Among the standard features on the Microlift series aerial platforms we can find the electronic battery 
charger incorporated in the base frame, indicator of the residual charge of the batteries on the work surface, 
high sliding nylon wheels and a large work surface completely in welded aluminum of 70 x 70 cm with a 
capacity of 150 Kg + 50 Kg. on the loading surface! 

The extruded aluminum lifting column, designed directly by 

our company, also gives the maximum working height safety 

and stability while always keeping the necessary maintenance 

to a minimum. With this model of aerial platforms we can 

offer you the usual quality at a really low price! 

 

 
 

 
There are many 
customizations that 
can be requested to 
make this platform 
ideal for any type of 
work. 
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MAINTENANCE AERIAL PLATFORMS WITH SELF-REGULATING LADDER  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PRICE ON REQUEST 

 

These types of aerial maintenance platforms have been 
specifically designed and manufactured for the 
maintenance of railway wagons. Its structure allows you to 
approach the carriage without touching it and working in 
complete safety in compliance with the regulations in 
force. 

 

 The painted steel base gives the 
structure excellent stability even at 
height, while the top made entirely of 
aluminum is equipped with a self-
adjusting scale according to the height of 
the work surface so as to allow 
operators quick access. 

 

 

The extension columns are made of extruded aluminum 

and with nylon sliding rollers and operated by a single-

acting hydraulic cylinder. 

The machine is supplied with 4 revolving wheels with 

manual brake and 4 manual levelers that allow the correct 

positioning of the base cart on any terrain. 

 

 This platform is equipped with a manual hydraulic pump that allows the adjustment of the work 
surface to the desired height. the machine is supplied complete with certification and approval. 
 
The dimensions, dimensions and capacities of these aerial maintenance platforms can be requested 
on the basis of the work they have to carry out, we can customize them and design them for any type 
of use. 
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RAILWAY/VEHICLE MAINTENANCE PLATFORM 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PRICE ON REQUEST 

 

Platform designed and built specifically to carry out work and 
maintenance on the sides of railway wagons, carriages and vehicles. 
Sturdy painted steel frame with anti-rust primer and double coat of 
paint, lifting columns of the worktop in steel or aluminum depending 
on the request. In both versions, the sliding and the little maintenance 
required is guaranteed by nylon sliding rollers. 

 

 
The strength of our maintenance platforms is the 
possibility of supporting them at any point of the 
wagon / vehicle, ensuring maximum stability even 
at maximum height. 
The work table is lifted by means of a hydraulic 
cylinder and lifting chains. 

 

This type of maintenance platform is made in 

different versions to meet the various working 

needs of our customers including: manual 

translation and lifting, manual translation and 

lifting at 220V / 380 V, manual translation and 

battery lifting, wheel-driven translation and battery 

lifting 

 

 

In the battery version, the electronic battery charger is supplied as standard. 
All our platforms are supplied with 4 standard manual stabilizers, battery charger (in the battery versions), work 
surface covered with non-slip aluminum sheet, emergency lowering on the basket, low voltage controls (electric 
versions) and wheels with manual brake. 
The maintenance platforms can be customized in the working height, dimensions of the work surface, base 
dimensions and accessories for special processes. 
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PLATFORM FOR HELICOPTERS AND AIRCRAFT MAINTENANCE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

    PRICE ON REQUEST 

 

Aerial platform for the maintenance of helicopters 

and aircrafts in general, specially designed and built 

to adapt precisely to the shape of your vehicle. 

You can work safely without the risk of tripping 

causing damage to the operator and the vehicle. The 

access ladder with self-adjusting steps allows you to 

access the work surface at any height it is always with 

perfectly leveled steps and in non-slip material. 

 

 

The lifting cylinder of the structure is placed under 

the work surface to allow the structure to be 

brought closer to the aircraft. The mobile wings on 

the work surface, once the height of the work 

surface has been adjusted, adhere perfectly to the 

vehicle. The side that comes into contact with the 

aircraft are covered with soft rubber to prevent 

chafing and scratches on the bodywork. 

 

A sturdy painted steel frame with standard manual levelers 

allows the platform to be leveled even on floors that are not 

precisely flat. The wheels for the movement ensure 

smoothness and precision in the movements. 

The platform is made to design and it is possible to request 

customized measurements, all accompanied by certificates of 

conformity in compliance with the regulations in force. 
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TELESCOPIC ELEVATOR FOR LIGHTING 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

Telescopic hand lift with winch. Sturdy base frame made of welded and 
painted steel equipped with wheels with 125 mm brake. in nylon that 
guarantee a high smoothness on various types of terrain with minimal 
effort, this type of material lifter can be used, handled and transported by 
a single operator 

 
A robust lifting column made entirely of extruded aluminum profiles 
and assembled with nylon rollers ensures precise lifting and 
maximum stability even when the load is at maximum height. Our 
column sliding system is specially designed to minimize friction and 
maintenance. 

 

The lifting of our telescopic lift is managed by our manual winch 
which, even when fully loaded, allows you to carry out the ascent 
and descent operations with minimum effort and in absolute safety 
thanks also to the brass clutch and the automatic block. The 
reduction ratio of the lifting winch has been designed to have the 
right compromise of speed and force to be applied in order to allow 
its use during the whole working day. 

On the base frame and near the lifting winch, additional wheels have been applied which allow the lift to recline 
inside vans to allow easy transport. 
Our telescopic lift is supplied as standard with 4 manual levelers to be inserted in the special seats on the base 
carriage to allow the correct leveling of the lift on any type of terrain, ensuring high stability for the loads lifted. 
POSSIBILITY OF CUSTOMIZING THE MACHINERY ACCORDING TO WORKING NEEDS 
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       MOD.625          MOD.485        MOD.345 
H. MAX FORKS UP M.6.25 M.4.85 M.3.45 

H. MAX FORKS DOWN M.5.70 M.4.27 M.2.87 

FLOW KG.280 KG.280 KG.280 

WEIGHT KG.175 KG.145 KG.100 

HEIGHT CLOSED MM.1880 MM.1880 MM.1880 

WIDTH WITH STABILIZERS  
MM.1880 

 
MM.1880 

OPZIONALE 
MM.1880 

WIDTH MM.770 MM.770 MM.770 

LENGTH MM. 1520 1520 1520 

LIFT MANUALE MANUALE MANUALE 

STEEL ROPE DIAMETER MM. 5 AM 
CR 1500 KG 

5 AM 
CR 1500 KG 

5 AM 
CR 1500 KG 

TILT WHEEL DIAMETER MM. 200+125 200+125  200+125 

REAR WHEELS DIAMETER MM. 125 125 125 

FRONT WHEEL DIAMETER MM. 125 FRENANTI 125 FRENANTI 125 FRENANTI 

PRICE €    

    MOD.720     MOD.545           MOD.385 
H. MAX FORKS UP M.7.20 M.5.45 M.3.85 

H. MAX FORKS DOWN M.6.63 M.4.90 M.3.30 

FLOW KG.300 KG.340 KG.380 

WEIGHT KG.200 KG.165 KG.125 

HEIGHT CLOSED MM.2140 MM.2140 MM.2140 

WIDTH WITH STABILIZERS  
MM.1880 

 
MM.1880 

OPTIONAL 
MM.1880 

WIDTH MM.770 MM.770 MM.770 

LENGTH MM. 1820 1820 1820 

LIFT MANUAL MANUAL MANUAL 

STEEL ROPE DIAMETER MM. 5 AM 
CR 1500 KG 

5 AM 
CR 1500 KG 

5 AM 
CR 1500 KG 

TILT WHEEL DIAMETER MM. 200+125 200+125  200+125 

REAR WHEELS DIAMETER MM. 125 125 125 

FRONT WHEEL DIAMETER MM. 125  125  125  

PRICE €    
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TELESCOPIC MANUAL LIFT 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

Manual material lifter, entirely designed and manufactured by our 
company. Base frame in welded and painted steel equipped with 4 125 
mm nylon wheels. swivel with brake, manual stabilizers with wheels (on 
some models stabilizers are not necessary), folding legs for a more 
comfortable transport / storage and tipping wheels placed in the rear 
part of the manual lift. 

 

The lifting column is made with extruded and machined aluminum 
profiles of our own design which guarantee strength and durability 
thanks to the nylon sliding rollers which ensure precise movements, 
free of vibrations and with minimal maintenance. 

 

 

The lifting of the forks is rapid and, even with the lift fully loaded, the 
loads can be raised up to 7.20 meters in height with minimal effort. The 
lifting winch that equips our lift, is entirely studied, designed and 
manufactured by our company, inside it are inserted bearings and 
bushings that guarantee high efficiency and durability. 

 

The strength of our material lifter is the ability to load it inside vans in a simple and practical way, without having to 
use cranes or forklifts. This machine is available in the standard model and in the compact version which differs only 
in the height of the columns. 
It is possible to customize the material lifter with numerous options including: 
legs adjustable in width (to be able to insert pallets) 
• fork cover loading surface 
• arm with lifting hook 
• drum tipper 
• customized forks and supports 

ALSO AVAILABLE WITH ELECTRIC LIFTING! 
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       MOD.625       MOD.485       MOD.345 
H. MAX FORKS UP M.6.25 M.4.85 M.3.45 

H. MAX FORKS DOWN M.5.70 M.4.27 M.2.87 

FLOW KG.280 KG.280 KG.280 

WEIGHT KG.175 KG.145 KG.100 

HEIGHT CLOSED MM.1880 MM.1880 MM.1880 

WIDTH WITH STABILIZERS  
MM.1880 

 
MM.1880 

OPTIONAL 
MM.1880 

WIDTH MM.770 MM.770 MM.770 

LENGTH MM. 1520 1520 1520 

LIFT MANUAL MANUAL MANUAL 

STEEL ROPE DIAMETER MM. 5 AM 
CR 1500 KG 

5 AM 
CR 1500 KG 

5 AM 
CR 1500 KG 

TILT WHEEL DIAMETER MM. 200+125 200+125  200+125 

REAR WHEELS DIAMETER MM. 125 125 125 

FRONT WHEEL DIAMETER MM. 125 BRAKING 125 BRAKING 125 BRAKING 

PRICE €    

 
 
 

 
MOD.720 

 
MOD.545 

 
MOD.385 

H. MAX FORKS UP M.7.20 M.5.45 M.3.85 

H. MAX FORKS DOWN M.6.63 M.4.90 M.3.30 

FLOW KG.300 KG.340 KG.380 

WEIGHT KG.200 KG.165 KG.125 

HEIGHT CLOSED MM.2140 MM.2140 MM.2140 

WIDTH WITH STABILIZERS  
MM.1880 

 
MM.1880 

OPTIONAL 
MM.1880 

WIDTH MM.770 MM.770 MM.770 

LENGTH MM. 1820 1820 1820 

LIFT MANUAL MANUAL MANUAL 

STEEL ROPE DIAMETER MM. 5 AM 
CR 1500 KG 

5 AM 
CR 1500 KG 

5 AM 
CR 1500 KG 

TILT WHEEL DIAMETER MM. 200+125 200+125  200+125 

REAR WHEELS DIAMETER MM. 125 125 125 

FRONT WHEEL DIAMETER MM. 125  125  125  

PRICE €    

 

 
 
 STANDARD ACCESSORIES: STANDARD FORKS, STABILIZERS (MOD. 625/485). 
 OPTIONAL ACCESSORIES: LOADING PLATE, ARM WITH HOOK, STABILIZERS (MOD. 345), FORKS 
EXTENSIONS, ACCESSORIES ON REQUEST OF THE CUSTOMER. 
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LIFT FOR GLASS WITH SUCTION CUPS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 MOD.625 MOD.485 MOD.345 

H. MAX FORKS UP M.6.25 M.4.85 M.3.45 

H. MAX FORKS DOWN M.5.70 M.4.27 M.2.87 

FLOW KG.200 KG.200 KG.200 

WEIGHT KG.350 KG.330 KG.310 

HEIGHT CLOSED MM.1880 MM.1880 MM.1880 

WIDTH WITH STABILIZERS  
MM.1880 

 
MM.1880 

OPTIONAL 
MM.1880 

WIDTH MM.770 MM.770 MM.770 

LENGTH MM. 1250 1250 1250 

LIFT ELECTRIC ELECTRIC ELECTRIC 

WHEEL DIAMETER MM. 125 125 125 

PRICE €    

 

Electro-hydraulic lifter for glass plates with suction cups, entirely designed 
and manufactured by our company. Base frame in welded and painted steel 
equipped with 4 125 mm wheels. swivel with brake, manual stabilizers with 
wheels, individually adjustable legs to better adapt to the type of 
processing. It is possible to manually extract or withdraw the lift wheels 
based on the spaces available and the type of work to be performed 

The lifting column is made with extruded and machined aluminum 
profiles of our own design which guarantee strength and durability with 
nylon sliding rollers, vibration-free and with minimal maintenance. 
The lifting of the column is operated by an electro-hydraulic 220V 
control unit and by an extension system with chains. The descent speed 
can be adjusted via the standard regulator. 

The shape of the base frame of the lift is designed to allow use both with and without the counterweight, just 
adjust the position of the wheels and add the weights. 
The movement of the load is activated with a flush push-button panel with emergency stop button. 

This machine is available in the 220 V, battery and manual lifting 
model. 
It is possible to request customized accessories for special jobs. 
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PANTOGRAPH CART 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  
PRICE ON REQUEST 

 

Pantograph cart entirely designed, designed and manufactured by our company 
to best adapt to the customer's request based on the work to be carried out. 
a sturdy pantograph structure in painted steel allows precise and stable lifting 
both a few centimeters and maximum travel. 

Lifting is guaranteed by one or more hydraulic cylinders connected to a manually operated hydraulic 
control unit. 
This type of scissor trolleys are made entirely to measure and with optional, heights, dimensions and 
capacities on request. 
Ideal platform for assembly and disassembly work near machinery or for picking up pieces from shelves 
and warehouses. 
The worktop can be made of smooth, rubberized material, with idle sliding rollers, with spheres, swiveling 
and also tilting. 

 

The main function of these lifting tables is to be able to connect worktops with different heights, to 
facilitate the loading and unloading of vans and vehicles with greater heights, to serve machine 
tools or to be placed side by side with roller conveyors for the sliding of pieces 

 

 

Swivel rubber wheels with pedal brake and a practical rear handle facilitate the movement and 
positioning of the pantograph trolley even if the ground is not perfectly smooth 
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LIFTING PLATFORMS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

PRICE ON REQUEST 

  

 

 

Lifting platforms entirely designed, designed and built by our company 
to best adapt to the customer's request based on the work to be 
carried out. 
a sturdy pantograph structure in painted steel allows precise and 
stable lifting both a few centimeters and maximum travel. 

 

Lifting is guaranteed by one or more hydraulic cylinders connected 
to a hydraulic unit which can be manually operated, battery 
operated or powered. 
This type of lifting platforms are entirely made to measure and with 
options, heights, dimensions and capacities on request. 
The worktop can be made of smooth, rubberized material, with idle 
sliding rollers, with spheres, swiveling and also tilting. the sides of 
the platform, if required, can be equipped with self-wrapping sheets 
to prevent the risk of accidents. 

 

The main function of these lifting tables is to be able to 
connect worktops with different heights, to facilitate the 
loading and unloading of vans and vehicles with greater 
heights, to serve machine tools or to be placed side by side 
with roller conveyors for the sliding of pieces. 
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ALUMINUM LADDER FOR VANS AND VEHICLES EQUIPMENT 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
PRICE ON REQUEST 

 

Stair completely made with extruded aluminum profiles and subsequently 
MIG welded. Frame composed of several parts to allow easy storage of the 
structure when not in use or when moving. Ideal to be installed on vans and 
vehicles intended for fairs, stands, markets and special uses. 

 

Ground clearance adjustable with galvanized steel 
plates and M10 screws, removable sides and 
removable ramps. 
Walking surface and steps of the access ramps 
made of non-slip almond-shaped aluminum and 
with an inclination of less than 45 °, the whole floor 
is equipped with a toe band and knee guard. All the 
profiles used are with rounded edges. 

 

 

The overall dimensions, heights and specifications are 
provided by the customer to better adapt to the type of 
vehicle and the work to be carried out. 
All our stairs are built according to the regulations in 
force, at the time of delivery the relative certificates of 
conformity will be issued.  
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MODULAR PLATFORMS FOR VEHICLE MAINTENANCE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
PRICE ON REQUEST 

 

Structure entirely in welded aluminum made with extruded profiles with 
rounded edges, specially created with a "U" shape to allow it to be brought 
closer to the 3 sides of the vehicle or the machinery on which it is to work 

 

The dimensions and heights of this aluminum structure are fully 
customizable according to the processes that will be carried out, the 
worktop is covered with non-slip aluminum almond sheet and the platform 
access steps are made with our new aluminum profile extruded with ribbed 
surface. 

 

 

 

On the base frame are applied revolving rubber wheels with high smoothness brake that allow a comfortable 
handling even for a single operator. It is also possible to customize these modular platforms with removable, 
removable or collapsible railings. 
All structures are built in accordance with the law and certificates of conformity are issued upon delivery. 
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REMOVABLE LADDER FOR TANK TRUCKS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Ladder specially designed to allow the inspection and maintenance of tank 
trucks and tanks. The base is made of painted steel equipped with 2 manual 
levelers while the ladder is in welded aluminum, the solid rubber wheels with 
large diameter brake allow you to move the ladder even on not perfectly 
smooth ground with minimal effort. 

 

The main feature of this type of ladder is that it can be positioned IN ANY POINT of the vehicle (even near the 
wheels), this is due to the shape of the base frame. This ladder for tank trucks is made in two versions, one with 
a fixed height and another that can be removed which, by means of a manual lifting system, allows the worktop 
to be raised to the desired height. 

 

AVAILABLE IN RECLINABLE VERSION FOR DOOR PASSAGE !! HEIGHT 230 CM! 

ALSO AVAILABLE WITH LATERAL LANDING! 
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Model  A -2      A  -1    A1 A2 A3 A4 A5 A6 

H. min on the 
floor mm. 

2400 2650 2890 3150 3405 3655 3905 4165 

H. max on the 
floor mm. 

3700 3990 4415 4915 5415 5915 6415 6915 

H. min working 
mm 

4400 4650 4890 5150 5405 5655 5905 6165 

Max working H. 
mm. 

5700 5990 6415 6915 7415 7915 8415 8915 

Dimensions m. 2.0x1.2 2.0x1.2 2.0x1.2 2.0x1.2 2.0x1.2 2.0x1.2 2.2x1.2 2.2x1.2 

Weight kg. 200 200 200 200 200 200 230 230 

Levelers 2 2 2 2 4 4 4 4 

Capacity Kg. 150 150 150 150 150 150 150 150 

Climb protection 
cage 

€ 150,00 

Landing 
protection cage 

€ 200,00 

Ø wheels mm. 260 260 260 260 260 260 260 260 

Price €         

As an option, you can request the protection basket at the top which allows the operator to work in 
complete safety once landed on the barrel, the protection cage to be applied on the climbing ramp 
and 2 other manual levelers to be applied in front of the ladder. 

 

This ladder model for tank trucks is produced 
in a standard version which allows to reach a 
maximum height. of m. 4.35 on the floor. It is 
possible to request the ladder with accessories 
and customized measures. 

An important accessory, created specifically for this 
type of tanker ladder, is the operator recovery 
device in case of emergency. 
This device allows, in case of illness, to be able to 
lift the operator to the work surface by hooking it 
to the harness and lifting it by means of a manual 
winch. 

 

STAINLESS STEEL PRICE: € 400.00 
OPERATOR RECOVERY: € 350.00 
COVER COVER PRICE: € 150.00 
RECLINABLE VERSION: € 600.00 
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LADDER WITH TELESCOPIC TOWER 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

Stair specially designed to allow overhanging work with respect to the 
structure of the base frame. 
Sturdy painted and counterweighted steel base that allows you to 
approach any point of the structure without the frame hitting the 
workpiece. 
Equipped, in the standard version, with 150 mm rubber wheels. 
Alternatively, it is possible to request larger wheels. 

 

The main feature of this type of telescopic turret is that of maintaining the same overhang for the entire height of 
the staircase. It is possible to request the ladder in the fixed version and in the version with adjustable top 
(standard height mt. 3, different sizes can be requested), in the second case, the movement of the worktop is 
allowed by a manual winch of our own design which allows to be able to stop the hob every 270 mm. 

 

In order to access the work surface, the access ramp is made up of steps, 
the non-slip aluminum sheet with a 150 mm tread .. the rungs that allow 
access to the surface with a section of 28 x 23 mm. They also have a non-
slip shape. 
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MODEL 3M 4M 

H.min on the floor mm. 600 600 

H.max on the floor mm. 3000 4000 

H.min of work mm. 2600 2600 

H.max of work mm. 5600 6600 

Dimensions m. 2.0x0.80 2.1X0.80 

Weight kg. 200 220 

Levelers 4 4 

Capacity Kg. 150 150 

Landing protection cage optional Optional 

ø wheels mm. 150 150 

PRICE €   

 

The ladder is supplied with 4 manual levelers to 
be inserted in the seats on the frame of the 
structure. 
It is possible to request various options 
including the protection basket to be applied to 
the worktop and the gate. 
The standard heights of the telescopic turret 
can cover a working space of a minimum of 60 
cm. Up to 300 cm. If different measures are 
required or customized work plans, it can be 
requested during the estimate.  

A further safety applied on the telescopic turret are 
the spring jumpers that allow you to lock the work 
surface allowing safe and stable access. 
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AERIAL LIFTING PLATFORM FOR TANKS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  PRICE  ON REQUEST 

 

Aluminum structure specially designed to carry out maintenance, welding 
and control work on tanks and machinery. The walking surface is made of 
non-slip aluminum almond plate, with parapets and hooks for the safety 
belt. 

 

The structure is completely in welded aluminum with 
reinforcement beams to minimize oscillations and 
movements of the work platform, the table is raised by a 
manual winch and with a steel cable connected directly to 
the work surface. 

 

The nylon sliding rollers ensure a smooth and precise 
movement, thanks to the jumpers it is possible to block 
the working height about every 27 cm. and use the access 
ladder to reach the work surface. The base frame is made 
of painted steel, is equipped with 4 manual levelers, 
rubber wheels with brake and counterweights to balance 
the overhang of the work surface. 

 

The measures of height, work surface, reach and capacity are 
totally customizable according to the needs. 
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LADDER WITH PROTECTION CAGE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 

 

Hoop-facade ladder, entirely made of welded aluminum. This type of 
safety ladder is specially built to be applied outdoors and therefore 
exposed to all types of atmospheric agents. The structure of the staircase 
can be made in a single trunk or in multiple modules depending on the 
lengths and regions in which they are installed. (In Veneto the safety 
standards are slightly different, contact our offices for more info). 

The vertical uprights are made with an 80 x 30 mm extruded aluminum 
profile, sheared and finally assembled by screwing the steps. Our 
choice of making ladders with pegs screwed and not riveted, is only for 
reasons of greater rigidity of the structure and to make it possible to 
replace the steps in case of damage. 

 

All our safety stairs offer the possibility to be 
customized according to customer needs, numerous 
options may be requested including: 
- resting area (compulsory for stairs over 10 meters 
high) 
- anti-intrusion gate at the base 
- upper landing gangway 
- customized wall fixing brackets (length, shape etc ...) 
- application of handrails on the ramp 
- trap door resting surface 
- standard resting surface 1500 x 800 mm. 

Price per meter €  

Folding resting surface €  
Split sleeping surface €  
External resting surface €  
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SAFETY LADDER 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Price per meter €     

 

Safety ladder, completely made of welded aluminum. Very simple and light 
structure but at the same time robust and safe, equipped with central steel 
rope with anti-fall safety device supplied together with the ladder. 
The supporting structure is made with aluminum uprights of mm. 60 x 30 with 
reinforcing ribs to which the aluminum pegs with non-slip surface are welded 
as required by current regulations. 

 

To ensure greater strength and rigidity of the structure, aluminum plates are welded to the steps on the sides 
which also prevent the operator's foot from accidentally sliding off the rung. 
This type of safety ladder, like all our products, can be customized with various options according to the place 
of installation such as: rear landing protection, personalized fixing brackets and mandatory rest area over 10 
meters. 

 

Some features of our stairs are: 
- step step mm. 270 
- ladder width (rung) mm. 450 
- mm. 1100 at the top without steps to allow the 
operator to disembark 
- ladder length on request 
- distance between peg and fixing wall mm. 150mm. 
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ROPE HOOP-FACADE LADDER 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Price per meter         €  

Hooks €  

 

Hoop-facade ladder made with sturdy 16mm Nylon 
rope. The steps in non-slip aluminum with a section of 
mm. 25 are fixed to the side uprights in rope with 
aluminum fusions directly inserted in the rungs. 
This type of maritime ladder is used in spaces that 
cannot be reached with other types of ladders such as 
wells, tanks and silos. 

The aluminum hooks placed in the upper part 
of the structure, (in accordance with EN 362) 
simplify the fixing operations, thanks also to 
the double closing make this ladder very safe. 
The width of 350 mm. allows a comfortable 
climb which, together with the very low 
weight, make it truly unique. 
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ALUMINUM BUNK LADDER 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Bunk ladder made entirely of welded aluminum, a sturdy structure 
created with extruded and ribbed aluminum profiles ensures 
unparalleled stability and safety. Based on the height of the work surface, 
an expander is applied to the base structure of the ladder which ensures 
additional safety for the operator. The conformation of the structure of 
our bunk ladder is specially designed to minimize the risk of tipping 
thanks to the 5 ° inclination with which the rear support legs are welded. 

 

All the steps, in the standard version, are made of non-slip aluminum sheet with a depth of 100 mm. 
Alternatively, it is possible to request a different depth and a different type of construction (increased tread, 
perforated aluminum cover, etc.). 

STANDARD VERSION 

 

INCREASED VERSION 

 

The standard work surface of our castle staircase model is 500 x 500 
mm. covered in almond aluminum sheet, railings with toe clips and 
knee guard installed on 3 sides. As for the steps, it is possible to 
customize the entire staircase with side landings, increased width, 
increased floor, increased capacity and exit gates. 

  

The support on the ground of the bunk ladder is guaranteed by 4 rubber elements that allow the use of 
the ladder even on delicate surfaces. if the ladder is to be used in particular environments, it can be 
equipped with: swivel castors with brakes, rear manual levelers and special basic sizes. 



                                                                                               

 

                                                                                                                   © Scalificio Clerici S.n.c.  45 

 

 

 

 

 

 

 

 

 

 

 

 

 

AVAILABLE UP TO 5 METERS IN HEIGHT 

STEP 150MM : +20 %  STEP 200 MM. +40 % 

 

 H. PLATFORM H. TOTAL RAMP 
WIDTH 

PLATFORM STEP TREAD PRICE 

2+1 cm. 75 cm. 1,75 mm. 500 mm. 500x400 mm. 100  

3+1 cm. 100 cm. 200 mm. 500 mm. 500x400 mm. 100  

4+1 cm. 125 cm. 225 mm. 500 mm. 500x400 mm. 100  

5+1 cm. 150 cm. 250 mm. 500 mm. 500x400 mm. 100  

6+1 cm. 175 cm. 275 mm. 500 mm. 500x400 mm. 100  

7+1 cm. 200 cm. 300 mm. 500 mm. 500x400 mm. 100  

8+1 cm. 225 cm. 325 mm. 500 mm. 500x400 mm. 100  

9+1 cm. 250 cm. 350 mm. 500 mm. 500x400 mm. 100  

10+1 cm. 275 cm. 375 mm. 500 mm. 500x400 mm. 100  

11+1 cm. 300 cm. 400 mm. 500 mm. 500x400 mm. 100  

12+1 cm. 325 cm. 425 mm. 500 mm. 500x400 mm. 100  

13+1 cm. 350 cm. 450 mm. 500 mm. 500x400 mm. 100  

14+1 cm. 375 cm.475 mm.500 mm. 500x400 mm.100  

15+1 cm. 400 cm. 500 mm. 500 mm. 500x400 mm. 100  

 STEP TREAD PILLARS 
PROFILE 

RAMP 
INCLINATION 

STABILIZER 

2+1 mm. 250 mm. 80x30 ° 62 mm. 600 

3+1 mm. 250 mm. 80x30 ° 62 mm. 650 

4+1 mm. 250 mm. 80x30 ° 62 mm. 700 

5+1 mm. 250 mm. 80x30 ° 62 mm. 750 

6+1 mm. 250 mm. 80x30 ° 62 mm. 800 

7+1 mm. 250 mm. 80x30 ° 62 mm. 850 

8+1 mm. 250 mm. 80x30 ° 62 mm. 900 

9+1 mm. 250 mm. 80x30 ° 62 mm. 950 

10+1 mm. 250 mm. 80x30 ° 62 mm. 1000 

11+1 mm. 250 mm. 80x30 ° 62 mm. 1050 

12+1 mm. 250 mm. 80x30 ° 62 mm. 1100 

13+1 mm. 250 mm. 80x30 ° 62 mm. 1150 

14+1 mm. 250 mm. 80x30   °62 mm. 1200 

15+1 mm. 250 mm. 80x30 ° 62 mm. 1250 

ALSO AVAILABLE IN FOLDING VERSION 
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ALUMINUM BUNK LADDER WITH PICKING TOP 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Bunk ladder made entirely of extruded aluminum, with customizable 
height and measurements. Sturdy welded aluminum structure with 
wheels at the base for easy handling inside warehouses, archives and 
warehouses. The work surface, compared to the classic version of our 
bunk staircase, we have increased the size of the work surface by 
bringing the width of the staircase to 60 cm and a depth of 60 cm. always 
equipped with handrail with height 1100 mm, para-knee band and 150 
mm toe band. 

 

The steps of the access ramp can be chosen between 100.150 and 200 mm. made of extruded aluminum with 
non-slip coating, other step sizes can be requested separately. 

STANDARD VERSION 

 

INCREASED VERSION 

 

A lifting surface with standard dimensions of 60 x 50 cm has been 
applied to the rear of the stairs. (other sizes on request) with nylon 
sliding rollers and manual hoist for lifting. We thought of installing this 
accessory to ensure greater safety for operators who need to pick up 
and store objects of a certain weight and size in shelves and raised 
shelves. The capacity of 50 kg. of the picking plane and the manual 
winch allow you to lift the load safely and with minimal effort. 

 

 
It is possible to request the lever 
wheel locking system for easier 
movement of the ladder 
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 H. PLATFORM H. TOTAL RAMP 
WIDTH 

PLATFORM STEP TREAD 

2+1 cm. 75 cm. 1,75 mm. 600 mm. 600X600 mm. 100/150/200 

3+1 cm. 100 cm. 200 mm. 600 mm. 600X600 mm. 100/150/200 

4+1 cm. 125 cm. 225 mm. 600 mm. 600X600 mm. 100/150/200 

5+1 cm. 150 cm. 250 mm. 600 mm. 600X600 mm. 100/150/200 

6+1 cm. 175 cm. 275 mm. 600 mm. 600X600 mm. 100/150/200 

7+1 cm. 200 cm. 300 mm. 600 mm. 600X600 mm. 100/150/200 

8+1 cm. 225 cm. 325 mm. 600 mm. 600X600 mm. 100/150/200 

9+1 cm. 250 cm. 350 mm. 600 mm. 600X600 mm. 100/150/200 

10+1 cm. 275 cm. 375 mm. 600 mm. 600X600 mm. 100/150/200 

11+1 cm. 300 cm. 400 mm. 600 mm. 600X600 mm. 100/150/200 

12+1 cm. 325 cm. 425 mm. 600 mm. 600X600 mm. 100/150/200 

13+1 cm. 350 cm. 450 mm. 600 mm. 600X600 mm. 100/150/200 

14+1 cm. 375 cm. 475 mm. 600 mm. 600x600 mm. 100/150/200 

15+1 cm. 400 cm. 500 mm. 600 mm. 600X600 mm. 100/150/200 

 STEP TREAD PILLARS 
PROFILE 

PRICE ( GR. 100) 
(GR.150 +20% . 
GR.200 +40 % ) 

STABILIZER  LEVER LOCK 

2+1 mm. 250 mm. 80x30  mm. 700  

3+1 mm. 250 mm. 80x30  mm. 750 

4+1 mm. 250 mm. 80x30  mm. 800 

5+1 mm. 250 mm. 80x30  mm. 850 

6+1 mm. 250 mm. 80x30  mm. 900 

7+1 mm. 250 mm. 80x30  mm. 950 

8+1 mm. 250 mm. 80x30  mm. 1000 

9+1 mm. 250 mm. 80x30  mm. 1050 

10+1 mm. 250 mm. 80x30  mm. 1100 

11+1 mm. 250 mm. 80x30  mm. 1150 

12+1 mm. 250 mm. 80x30  mm. 1200 

13+1 mm. 250 mm. 80x30  mm. 1250 

14+1 mm. 250 mm. 80x30  mm. 1200 

15+1 mm. 250 mm. 80x30  mm. 1350 
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OPENABLE LADDER WITH TOP 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
H. PLATFOR 

TOTAL 
WIDTH 

STEP TREAD PLATFORM 
STEP OF 
THE STEP 

PRICE € 

3+1 cm. 0.95 cm. 1.6 mm. 80 mm. 250x250 mm. 250  

4+1 cm. 1.19 cm. 1.85 mm. 80 mm. 250x250 mm. 250  

5+1 cm. 1.43 cm. 2.1 mm. 80 mm. 250x250 mm. 250  

6+1 cm. 1.66 cm. 2.35 mm. 80 mm. 250x250 mm. 250  

7+1 cm. 1.9 cm. 2.6 mm. 80 mm. 250x250 mm. 250  

8+1 cm. 2.13 cm. 2.85 mm. 80 mm. 250x250 mm. 250  

9+1 cm. 2.36 cm. 3.1 mm. 80 mm. 250x250 mm. 250  

10+1 cm. 2.6 cm. 3.35 mm. 80 mm. 250x250 mm. 250  

11+1 cm. 2.83 cm. 3.6 mm. 80 mm. 250x250 mm. 250  

12+1 cm. 3.3 cm. 4.1 mm. 80 mm. 250x250 mm. 250  

13+1 cm. 3.75 cm. 4.6 mm. 80 mm. 250x250 mm. 250  

 

Aluminum ladder with shelf, light and robust ideal for use anywhere. Made 
with extruded aluminum profiles and subsequently worked to fit the steps 
inside. The latter ensure a comfortable climb and offer the opportunity to 
linger on them to work thanks to the large surface made available to support 
the foot of 80 mm. with non-slip treatment. 

 

At the top of the ramp there is a support surface capable of comfortably accommodating both of the operator's 
feet, while the front uprights continue in height becoming a useful storage where you can place tools or simply use 
as a handle to hold onto. 

 

The floor supports of our aluminum ladder with shelf are made of black PVC, replaceable in case of wear, 
absolutely safe if they are used on delicate surfaces such as wood and marble. When not using the ladder, it can 
be closed and stored in just 10 cm. thick and thanks to its extremely low weight it can be easily moved and 
transported. 

 

The strong point of our aluminum stairs is to be able to replace any 
part (steps, caps, object holders, shelf, etc ...), in the event of 
breakage or damage, at any time without having to replace the 
whole structure. 
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OPENABLE LADDER WITH FIBERGLASS TOP 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 H. PLATFORM TOTAL 
WIDTH 

WEIGHT 
KG. 

PLATFORM STEP OF THE 
STEP 

PRICE 

3 cm. 0.70 cm. 1.45 6.4 mm. 250x250 mm. 250  

4 cm. 0.93 cm. 1.70 7.4 mm. 250x250 mm. 250  

5 cm. 1.16 cm. 1.95 8.4 mm. 250x250 mm. 250  

6 cm. 1.39 cm. 2.20 9.4 mm. 250x250 mm. 250  

7 cm. 1.61 cm. 2.45 10.5 mm. 250x250 mm. 250  

8 cm. 1.85 cm. 2.70 11.8 mm. 250x250 mm. 250  

10 cm. 2.30 cm. 3.20 14.2 mm. 250x250 mm. 250  

 

Fiberglass ladder with shelf, light and robust ideal for use anywhere. Made 
with "C" fiberglass profiles where aluminum steps are fixed inside. The latter 
ensure a comfortable climb and offer the opportunity to linger on them to 
work thanks to the large surface made available to support the foot of 80 
mm. with non-slip treatment. 

 

At the top of the ascent ramp there is a support surface capable of comfortably accommodating both 
operator's feet, while the front uprights continue in height becoming a useful object holder where you can 
place tools or simply use as a handle to hold yourself. 
They are suitable for operators who work near cables, sockets or other sources of electricity. 
Tested and certified. 
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PROFESSIONAL ALUMINUM FOOTSTOOL  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 1 2 3 4 

H. on the floor cm. 24 48 72 96 

H. of work cm. 2,24 2,48 2,72 2,96 

No. of steps 1 2 3 4 

Step cm. 24 24 24 24 

Step depth cm. 20 20 20 20 

Wheels 

ON REQUEST  Handrails 

Increased floor 

Price €     

 1/A 2/A 3/A 4/A 

H. on the floor 
cm. 

20 40 60 80 

H. of work cm. 2,2 2,4 2,6 2,8 

No. of steps 1 2 3 4 

Step cm. 20 20 20 20 

Step depth cm. 20 20 20 20 

Wheels  

Handrails  

Increased floor  

Price €     

 

 Professional footstool, entirely made of welded extruded aluminum. 
The steps are made of non-slip aluminum sheet with front and rear 
reinforcement folds. The side frames are first folded and then welded, 
these operations give a high resistance and solidity. 

 

All professional stool models can 
be equipped with side and front 
railings, wheels for movement 
(excluding the 1-step version) 
and larger top. 
This industrial footstool is 
specially designed to be used in 
working environments such as 
industries, workshops, 
warehouses and outdoor 
environments, being also 
resistant to rust 

 
The support base on the ground, in the 1,2 and 
3-step version, remains in shape with the 
structure while in the 4-step version, an 
expander is applied to the rear in order to give 
further stability at height. 
It is possible to request it with different sizes 
and capacities from those indicated, also 
remember that our industrial stool reflects all 
the regulations in force and is delivered with 
certificates of conformity. 
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MODULAR ALUMINUM LADDER 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

     Ladder m. N° sections N° steps H. total m. Price 

2 2 7 3.4  

2 3 7 4.7  

2.5 2 8 4.1  

2.5 3 8 5.8  

2.5 4 8 7.45  

3 2 10 5.1  

3 3 10 7.2  

3 4 10 9.45  

3.5 2 12 6.2  

3.5 3 12 8.9  

3.5 4 12 11.6  

4 2 14 7.2  

4 3 14 10.45  

4 4 14 13.6  

4.5 2 16 8.3  

4.5 3 16 12.15  

5 2 18 9.35  

5 3 18 13.6  

 

Extension ladder made entirely of extruded and ribbed aluminum profiles, 
extremely resistant structure suitable for any job, even the most demanding 
ones. Depending on the maximum height of the staircase, the side uprights 
are made with 60 x 30 mm profiles. or 80 x 30 mm, subsequently worked to 
create the step housing. 

 

The latter is specially designed with a non-slip surface in order to guarantee extreme operator safety. To ensure 
stability even at maximum height, the trunk of the main staircase is progressively enlarged without applying 
stabilizing bars which could compromise or annoy the positioning of the extension ladder on uneven ground or 
in the presence of obstacles. 

 
The hinges that allow the structure to 
slide out or open are made of welded 
and subsequently galvanized steel, 
wheels are applied to the terminal 
trunk of the staircase so that it can be 
placed on the wall. At the base, to 
ensure excellent support on any type 
of ground or surface, there are a pair 
of pvc articulated feet with a 
galvanized steel frame. The strength 
of all the extension ladders we 
produce is that of being able to 
replace every single component in the 
event of breakage or damage without 
being forced to scrape the entire 
structure. 
At the time of delivery, the relevant 
certificates of approval and 
conformity are issued 
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ALUMINUM EXTENSION LADDER WITH WINCH 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ladder m. N° sections N° steps H. total m. Price 

3.5 3 12 8.9  

4 3 14 10.45  

4.5 3 16 12.15  

5 3 18 13.6  

 

Extension ladder with lifting winch entirely made with extruded and ribbed 
aluminum profiles. Very solid and resistant structure but at the same time light 
and easy to handle, the side uprights in mm. 80x30 are processed to insert the 
step inside, made with non-slip surface as per regulations, and subsequently 
screwed; 

 

these processes make all our aluminum stairs extremely resistant over time as it is possible to replace any 
component (broken or damaged) without having to replace the entire structure. 
To lift the ladder (log extension), a sturdy manual winch built in galvanized steel and a steel rope with sliding 
pulleys are installed. 
The base of the structure is fitted with tilting rubber supports that ensure stability and safety on any type 
of terrain. In the lower part of the extension ladder with winch, unlike the other models produced, safety 
jumpers made of cast aluminum and brass are inserted which allow the uprights to be hooked to the step 
when the structure is unthreaded. 
In the upper part of the ladder, plastic wheels are mounted on the trunk closest to the operator to be able 
to slide it on the support surface without damaging it. 
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ALUMINUM EXTENSION LADDER WITH ROPE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ladder 
m. 

N° sections N° steps H. total m. Price 

3.5 3 12 8.9  

4 3 14 10.45  

4.5 3 16 12.15  

5 3 18 13.6  

3.5 2 12 6.2  

4 2 14 7.2  

4.5 2 16 8.3  

5 2 18 9.35  

 

Extension ladder with rope, completely made with extruded aluminum 
profiles. The design of the profiles with which this staircase is made, give the 
entire structure a high strength thanks to the ribs present and at the same 
time we managed to contain the overall weight of the staircase making it 
easily usable and transportable by a single person. 

 

The side uprights of our extension ladder with rope are machined by special machinery that allows the insertion of 
the step inside and subsequently screwed in order to guarantee a high durability and the possibility of replacing any 
component of the structure in case of damage or breakage (steps, rope, pulleys, side uprights, hooks, etc.) in fact this 
feature makes it unique in its kind. 

 
It is possible to raise the ladder thanks to the rope and the pulleys 
installed which make the extraction operations very simplified. 
Articulated feet with rubber coating are applied to the base of the 
structure which guarantee stability and grip on most terrains. Plastic 
wheels are inserted in the upper part of the ladder to allow it to slide 
when it is placed against the wall. all extension elements are equipped 
with steps with non-slip design. 

 

An element of absolute importance, which ensures additional safety, are the jumpers inside the uprights. 
The latter engage on the steps preventing any movement when the structure is removed. 
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CONICAL ALUMINUM LADDER FLAT OR RECTANGULAR STEP 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ALUMINUM BRIDGE LADDER 

 

 

 

 

 

 

 

 

Ladder m. N° steps Steps type Price 

2 7 7 RECT. / FLAT  

2,25  8 FLAT  

2,5 8 9 RECT. / FLAT  

2,75  10 FLAT  

3 10 11 RECT. / FLAT  

3,25  12 FLAT  

3,5 12 13 RECT. / FLAT  

3,75  14 FLAT  

4 14 15 RECT. / FLAT  

4,5 16 17 FLAT  

5 18 19 RECT. / FLAT  

PRICE ON REQUEST 

 

Ladder made entirely of extruded and ribbed aluminum profiles, extremely resistant 
structure suitable for any job, even the most demanding ones. The side uprights are 
machined to create the step housing. 

 

The latter is specially designed 
with a non-slip surface in order to 
guarantee extreme operator 
safety. To ensure stability even at 
maximum height, the ladder 
section is progressively enlarged 
without applying stabilizing bars 
that could compromise or annoy 
the positioning of the extension 
ladder on uneven ground or in 
the presence of obstacles. 

 

 

Bridge ladder in welded aluminum, made with customized measures 
according to requirements. This ladder is used to safely climb 
assembly lines, conveyor belts and machinery. 
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  OUTDOOR STAIRS 

 

 

 

 

 

 

 

 

ALUMINUM LOADING RAMPS 

             

 

 

 

 

 

 

 

 

PRICE ON REQUEST 

Open staircase made of welded aluminum. Steps in non-slip aluminum sheet, 
handrail at regulatory height, toeboard mm. 150 on the floors. Complete with 
fixing brackets and certifications, the scale measures vary according to the 
request to better adapt to the customer's needs. 

 

 

  

 

Loading ramps in welded and ribbed aluminum, made with materials 
specially designed to guarantee safety and durability. Thanks to the capacity 
up to Kg. 9500 they can be used to load operating machines and bulldozers. 
they are available in 2 versions with and without side edge. all our aluminum 
ramps are equipped with an anti-slip safety hook. 
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MULTI-PURPOSE LADDER 

  

 

 

 

 

 

 

 

 

 

 

LADDER FOR ROUND SURFACES 

 

 

 

 

 

  

  

PRICE ON REQUEST 

N° 
Steps 

H. 
closed 

H in fig. 
3 

H in fig. 
2 

Price 

6+6 0,97 1,46 3  

7+7 1,25 1,71 3,55  

8+8 1,25 1,96 4,1  

9+9 1,53 2,23 4,64  

10+10 1,53 2,51 5,22  

11+11 1,81 2,82 5,8  

12+12 1,81 3,1 6,35  

PRICE ON REQUEST 

 

 

Ideal for working on round structures 
such as barrels, planes and trains 

   

- Stair completely in aluminum 
- PVC shelf for storage that can be attached to the top 
- Rest on rubber caps 
- Positionable in 3 positions 
- Hinges for quick positioning 

Fig. 2 Fig. 3 
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SAFETY BARRIERS 

 

 

 

 

 

  

ALUMINUM FOOTBOARDS 

 

 

 

  

 

  

 

 

 

 

 

 

 

 

PRICE  ON REQUEST 

PRICE  ON REQUEST 

 
 

 

Safety barriers, ideal for lifelines, roofs and companies. 

 

Aluminum footboards for working near 
machinery and structures. 
MADE TO DESIGN 
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ELEVATOR FOR PEOPLE/GOODS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

PRICE ON REQUEST 

 

 

 

 

Platforms for lifting people and goods. Customized 
design realization. 
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LADDER FOR ECOLOGICAL PLATFORMS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BUNK LADDER  WITH DOUBLE FLOOR 

 

 

 

 

 

PRICE ON REQUEST 

PRICE  ON REQUEST 

Aluminum ladder for ecological platforms 

It goes perfectly alongside the roll-off bed, allowing the operator to 

climb safely. 

The steps are made of non-slip almond-coated aluminum sheet or can 

also be requested in aluminum grating. 

All stairs are made to design with heights, widths, capacities and 

customizable conformation. 

The ladder is equipped with wheels with brake for movement, if the 

support surface is not perfectly flat, manual levelers can be requested 

MADE TO DESIGN 
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INDUSTRIAL ALUMINUM FOOTSTOOL 

 

 

 

 

 

N° steps Closed size h. cm. h. last step cm. Working h.  cm. Width cm. Weight Price 

3 110 65 265 59 10  

4 142 87 287 59 12  

5 180 110 310 66 15  

Industrial footstool made of anodized aluminum with large 23 

cm tops. covered with non-slip rubber for foot support. A solid 

structure ensures stability and safety for the operator who, if 

desired, can use the front handrail equipped with a storage tray 

and bucket holder. 

 

Equipped with rear wheels for movement, this industrial stool can be 
moved very easily without having to lift it even in offices or homes. 
 
Being foldable it can be stored inside vans, wardrobes or warehouses 
occupying only 15 cm. 

 



                                                                                               

 

                                                                                                                   © Scalificio Clerici S.n.c.  61 

 

ALUMINUM OPEN STAIRCASE  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Open staircase entirely made of welded aluminum, ideal for installation in 
industrial and domestic environments. 
It adapts perfectly to the spaces available, the required flow rates and the 
type of use it must carry out. 
The steps are made of non-slip non-slip aluminum sheet or can also be 
requested in aluminum grating. 

 

 

All aluminum open staircases are made to design with heights, widths, capacities and customizable 

conformation. The fixing of the ladder is done on the wall, as regards the upper part, while for the lower part it 

must be fixed to the floor 

 

If necessary, an intermediate support for the ladder can be 
created for better sealing. 
The landing can be made directly with the step or by creating 
a landing plane with dimensions of your choice 
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ALUMINUM WALKWAYS FOR ROOF AND COVERING 

 

Walkway entirely made of welded aluminum, ideal for creating walkways 
and passages on roofs, machine covers and photovoltaic panels. 
Made to measure with the possibility of customization. 
 

All walkways are made in accordance with the law, depending on 
the end use they can be equipped with 1 or 2 side handrails, knee 
guard and toe band. The walking surface is made of non-slip non-
slip aluminum or always with aluminum grating. 

 

 

 

INT. WIDTH CM. PRICE PER M. € 1 HANDRAIL 2 HANDRAILS 

500 /   
800 /   

 


